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WITH VOLKSWAGEN ENGINEERING APPROVAL

Tipping Gear

A two stage 3" diameter hydraulic ram
assembly powered by the P.C.S. Electro-
hydraulic pump and reservoir unit. The
chassis reinforcing sub-frame is constructed
of high grade mild steel 3" square tube, with
chassis mounting brackets attached.

Components

Body and Sub-Frame assembly. Front end
Ram. Electro-Hydraulic Pump, Reservoir
Assembly and Control. Specially con-
structed Rear Tipping Hinge Assembly.

Body Type
P.C.S. All Steel

14 SWG floor, 18 SWG sides. Drop sides
and double action tailboard are standard
specification.

Controls

Lever operated; in Cab.
Patent No.: U.K. 1197846
Application Nos.:
Norway 4886
Italy 71306
Spain 398844
Holland 7200153
France 7201055
Germany G 7202443.2
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V-W P.C.S. TIPMASTER

BODY DIMENSIONS WEIGHTS
inches m.m. Ibs. kg.
Length 103% 2629 Vehicle unladen, including
Width 661 1683 Spare Wheel and Tools 2940 1334
Side Height 12 3048 G.V.W. 5070 2300
Clearance 6 152:4 Rear Axle load (max.) 3086 1400
Capacity 15 cu. yds. 1-3 cu. mtrs.

EX WORKS. FINISHED IN PRIMER. PAINTING AND SIGNWRITING TO ORDER

WEIGHTS ARE SUBJECT TO CHASSIS AND MATERIAL VARIATIONS.

P.C.S. Reserve the right to alter the specification without prior notice.
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