
EZ6L wol) siepom z adkI MЛ 10g

LOZ 97L MAZ

нx pлeoquseg
иэбемsxіол

Volkswagen
Dashboard Kit
For VW Type 2 models from 1973

Installation temperature should be 50° or warmer. All surfaces
must be clean and free of oil.

I. Instrument Panel

1. Move heater control levers to "off' position. Remove levers by
pulling out of spring clips

2. Start with Section A by removing woodgrain from backing
paper.

3. Set bottom edge in place first. Then, using light pressure,
work upwards carefully aligning the cutout of the woodgrain
over the illuminated indicator on the panel.

Check carefully for perfect alignment and re-align if
necessary.

4. With a soft cloth smooth and firmly press entire area for a
permanent bond.

5. Repeat procedure described in steps 3 and 4 above with dash
sections B and C.

6. Replace heater control levers.
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II. Glove Compartment

1. Remove knob from lid by pulling outward.

2. Remove backing paper from woodgrain.

3. With rounded corners at top, carefully align and lightly adhere
check carefully for perfect alignment and re-align if

necessary.

4. With a soft cloth smooth and firmly press entire area for
permanent bond.

5. Replace knob on lid.

IF A BUBBLE SHOULD APPEAR AFTER OR DURING THE
INSTALLATION. TOUCH WITH PIN AND PRESS DOWN.
SMOOTH DOWN ENTIRE SURFACE.

The Walnut Dash should be considered a permanent part of
your Volkswagen and is not removable.

Clean with mild cleaners - Do Not Use harsh abrasives, rub-
bing compounds or solvents.

Distributed by
Volkswagen of America, Inc.
Englewood Cliffs, New Jersey 07632
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